Entrance staircase and upper ground floor
ferrace to be finished in cut portland stone
sections by ALBION STONE.

New driveway te be finished in a permeable
cobble paving.

Pedestrian access gate to Madeira Road te
be steel framed RAL 7016, with horizontal
cedar inserts.

2m vision splays at edge of pedestrian

Grass

eP

Proposed 5ft high verfical close board fencing
set on concrete gravel board, between
concrete posts. Height not fo exceed 1800mm

Proposed 5ft high vertical close board fencing
set on toncrete gravel board, between
concrete posts. Height not to exceed 1800mm
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Proposed 5ft high vertical close baard fenting
sef on concrete gravel board, between
concrete posts. Height not to exceed 1800mm
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footpath for vehicular crossover on fo
Madeira Road,

Automated vehicular access gate to Madeira
Road to be steel framed RAL 7016, with
horizontal cedar inserts.

New vehicular crossover.

Lower ground floor hard landscaping at
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enfrance approach and down in fo sunken
courtyard, to be filed with a suitable
external grade porcelain tile finished in dark
grey.

Proposed 215mm wide masonry boundary wall
fo be rendered and painted white to match
the proposed building. Set at 1660mm max.
height.

Boundary wall to be capped with natural
stone coping.

Proposed 640mm masonry piers to be clad in
feature stene finish to match the proposed
building. Set at 1800mm max. height.
Boundary pier to be capped with natural
stone coping.

Proposed Boundary and Hard Landscaping Plan
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Existing masonry koundary wall to be retained
and painted white to match the building.

soft landscaping by
landscape architect
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Existing masonry boundary wall te be retained
and painted white to match the building.

GRADIENT FALL

DO NOT SCALE FROM THIS DRAWING
ALL DIMENSIONS TG BE VERIFIED BY THE CONTRACTOR ON SITE
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Sunken planter or similar fo reduce ground
levels down to boundary.

Rendered Wall
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soft landscaping by
landscape architect

Existing masonry boundary wall to be retained
and painted white to match the building.
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Proposed 6&40mm masonry piers fo be clad in
feature stone finish to match the propesed
building. Set at 140¢mm max. height.

Boundary pier to be capped with natural stone
coping.

Proposed 215mm wide masonry boundary wall
to be rendered and painted white to match the
proposed building. Set at 1200mm max. height.

Boundary wall to be capped with natural stone
coping.

New hard landscaped raised patio finished in
cut portland stone sections by ALBION
STONE.

New hard landscaped level path from raised
patio to Coast Road, finished in cut portland
stone sections by ALBION STONE.

Pedestrian access gate to Coast Road fo be
steel framed RAL 7016, with horizontal cedar
inserts.

900mm wide x 400mm deep natural stone slabs
to be set within the natural gradient of the
ground levels fo form a natural stepped
transition between levels,
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